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Streetscape - Selections

“Freesia” bike rack OR “Bike Garden” (future Phase 2)“Freesia” metal bench with back and armrests
(COLOR: silver)

Gray Plank Style Pavers with Charcoal 
Soldier Course in Accent Areas

Standard concrete sidewalk

Forms+Surfaces light column with “Ribbon” shield
COLOR: stainless steel w/ protective finish

Kim Lighting “Warp 9” LED light with 4’ arm
(COLOR: RAL #9023/silver or RAL #7043/charcoal gray)

WP9L-LED
WARP9® Large PicoEmitter™ LED

revision 8/18/14 • kim_wp9leled_spec.pdf

© 2014 KIM LIGHTING • 16555 EAST GALE AVENUE, CITY OF INDUSTRY, CA 91745-1788 • TEL: 626/968-5666 • FAX: 626/968-5716

Page: 3 of 6
Type:

Job:

Optional Features

A cast aluminum mounting plate is mounted to 
the wall with four bolts (by others). Fixture and 
arm are mounted to the cast aluminum cover plate 
before attaching to the wall mounting plate. The 
fixture-arm-cover plate assembly is hooked to the 
wall mounting plate and secured with stainless 
steel screws provided. Field splices are made at 
the opening in the cover plate. Cover is finished 
to match arm and fixture color.

Wall Mounting
Cat. No. 1W
Select from Mounting on 
page 2.

Fusing (internal only):
Cat. No. (see chart  
 at right)
 l No Option

High temperature fuse holders factory installed inside the fixture housing. Fuse is 
included. 

Line Volts: 120V 208V 240V 277V 347V 480V
Cat. No.: l  l  l  l l l Single Fuse

4J"
(108 mm)

10D"
(270 mm)

2L"
(70 mm)

8L"
(222 mm)

N"
(14 mm)

5K"
(140 mm)

Mounting Plate

Cover Plate
6J" x 11K" 

Splice Access
Cover

11K"
(292 mm)

Neighbor Friendly Optic:
Cat. No.  l NFO
 l No Option

TYPE L
Left

TYPE IV - NFOTYPE IV
Forward
Throw

TYPE V
Square 

TYPE III TYPE III - NFOTYPE II TYPE R
Right

TYPE I TYPE L
Left

TYPE IV - NFOTYPE IV
Forward
Throw

TYPE V
Square 

TYPE III TYPE III - NFOTYPE II TYPE R
Right

TYPE I

Integrated Neighbor Friendly Optic on each PicoEmitter™ module to 
completely control unwanted backlight. Most effective with Type III and 
IV distributions.

0-10V Dimming Interface - Driver has 0-10V dimming 
interface with a range of 10-100%. Is capatible with 
most control systems. Note: Not compatible with current 
sourcing dimmers. Controls compatible via Gray and 
Purple dimming leads. Always consult with control 
company for compatibility.

Fixture
Housing 30 mA Max

Gray Dimming Lead (-)

Standard Input Black (+)
White (-)

Green (GND)

Purple Dimming Lead (+)

Horizontal Slipfitter Mount
Cat. No. l HSF
 l No Option

Replaces standard mounting arm with a cast aluminum 
fitter to adapt to a horizontal 2" pipe-size mounting 
end (2C" OD). The casting has a 5° adjustment to 
accommodate davit arms that are not horizontal. 
Horizontal pipe must be field drilled at one set screw 
location to insure against fixture rotation Finish to 
match fixture color.

Horizontal Slipfitter

Davit-arm with 2" pipe-size 
fixture mount (by others)

Vertical Slipfitter Mounts
Cat. No. includes Mounting
Cat. No. (See right)
 l No Option

Allows fixture or fixtues with standard mounting arm to mount to a pole with a 2" pipe-size 
tenon (2C" OD). Minimum 4" tenon length required.

Specify configuration (1SA, 2SB, 2SL, 3ST, 3SY, 4SC) 4" round or square aluminum with flush 
cap. Finish to match fixture and arm. 

NOTE: 3Y only available on round slipfitter.

Cat. No.
l VSF-1SA
l VSF-2SB
l VSF-2SL
l VSF-3ST
l VSF-3SY
l VSF-4SC SquareRound

Cat. No. Mounting Configuration
l SVSF-1SA 1SA - single arm mount
l SVSF-2SB 2SB - 2 at 180°
l SVSF-2SL 2SL - 2 at 90°
l SVSF-3ST 3ST - 3 at 90°
 3SY - 3 at 120°
l SVSF-4SC 4SC - 4 at 90°

Stainless 
steel set 
screws

Metal Bollard in Median
(future Phase 2)
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Metal logo icon attached to poles
(POTENTIAL FUTURE enhancement)

Bike Shelter with Canopy (future Phase 2, Color TBD)
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Streetscape - Plan View at Median (6 light columns and 3 trees)
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Streetscape Concept B - Cross Section 1 (charcoal street lights)

1’
Trail

8’
Grass Blvd. Thru Grass Blvd.Right Turn

1’
Trail

8’8’14’14’

Right of Way
98’

Bike Lane
6’

Left Turn
14’

Bike Lane
6’

Median
10’8’

1
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Streetscape Concept B - Cross Section 2 (charcoal street lights)

2

Trail
8’

Turf Blvd. Thru Turf Blvd. Trail
8’8’12’

Right of Way
72’

Bike Lane
6’

Bike Lane
6’8’

Thru
12’2’ 2’
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Streetscape Concept B - Cross Section 3 (charcoal street lights, FUTURE PHASE)

3

Trail
8’

Paved Blvd. Thru Paved Blvd. Trail
8’8’14’

Right of Way
82’

Bike Lane
6’

Bike Lane
6’

Median
6’8’

Thru
14’2’ 2’


